WARRANTY & GUARANTEE WITHSTAND STRONG  TWO-SIDED BENEFITS R&D AND PRODUCTION

Linear output power guarantee Snow load 5400Pa High efficiency solar cells.
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WARRANTY
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- Double glass  (xxx=430~460W)
- Silver frame

30 Yr quality guarantee | 30 Yr power warranty

I SUNPRO Standard(Additional value from 30-year warranty)
Industry Standard
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*SUNPRO Standard tiered warranty
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HIGH EFFICIENCY

Advanced production line. Efficiency can reach
12 years: 91.9% power output Wind load 2400Pa Effective working area of The leading solar cell 21.24%.Excellent low
30 years: 82.1% power output both sides >75%, with cutting process and multi light performance.
significant power increase. busbar design with Higher power output
Capture more sunlight and SUNPRO Technology. under the conditions of

turn it into electricity haze, overcast, etc.

www.sunpropower.com
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Electrical parameters at standard test conditions (STC:AM=1.5, 1000W/m? ,Cells Temperature25°C)

Typical type 430W  435W  440W  445W 450W  455W 460W
Max power(Pmax) 430 435 440 445 450 455 460
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Typical type 430W 435W 440W 445W 450W 455W 460W  Front power Pmax/W 430W 435W 440W 445W 450W 455W  460W
Max power(Pmax) 349.9 353.8 357.9 361.7 3655 369.3 373.1 Total power Pmax/W 494.5 500.25 506 511.75 517.5 523.25 529
Max power voltage(Vmp) 3430 3450 3480 3500 3520 3550 3570 vmpl(Tow) 3381 3407 3432 3455 3481 3506 3531
Max power current(Imp) _ 10.20 10.24 1029 10.33 10.57 10.41 10.45 Imp/A(Total) 14.63 14.68 1474 1481 1487 1492 14.98
Open circuit voltage(Voc) 40.80 41.00 41.30 41.50 41.70 41.90 4210 Voc/V(Total) 40.60 40.80 41.10 41.30 41.50 41.70 41.90
Short cirouit current(lsc)  10.78 10.82 10.86 10.90 10.94 10.98 11.02 IsgA(Total) 1553 1558 1564 1570 1576 1581 15.87
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{]) == ] Dimensions _ 1910x1134x35mm
I Weight 28.5 kg
Glass (F)2.0 mm High Transmission, AR Coated Heat Strengthened Glass
(B) 2.0 mm High Transmission, AR Coated Heat Strengthened Glass
Output cables _4mm? symmetrical lengths 1100mm
L i Number of cells 120 cells ( Half-Cell )
e - : Celltype | Mono-Crystalline PERC, 10BB, 182x91mm
Connector Taizhou Chuangda Electronic Co., Ltd.,
PV-TT02(TT02), 1500VDC, 43A, IP65/IP68(1m,1h)
|
o Ty Coeff soTK 155) 0.048%1°C_ Container a0ha
Sie s Temp.Coeff.of Voo(TK Vo) -0.27%/°C__ Pieces per pallet 62
Temp.Coeff.of Pmax(TK Pmax) -0.35%/°C_  Pallets per container 12
‘ . Operating temperature - ~40~+85°C  Pieces per container 744
B orn i Normal operating cell 44+2°C
A temperature
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Tests, Certifications and Warranties
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e g Standard tests IEC 61215, IEC 61730
e System certs ISO 9001, 1SO14001, 1SO45001
Certifications TUV, CE, WEEE, INMETRO
FIRE CERTIFICATE C1
Extreme wind and Withstand extreme wind(2400 Pascal)
. snow loads testing and snow loads(5400 Pascal)
: Power tolerance -3%~+3%
Junconbox P68
Warranties 30 years product warranty and 30 years
= 82.1% of power
Fire class rating CLASS A

MANUFACTURER ADD.: QINGGANG TECHNOLOGICAL IND. ZONE, YUHUAN CITY, ZHEJIANG PROVINCE, CHINA(MADE IN CHINA)
TEL: +86 0576-80730906 E-MAIL: info@sunpropower.com  WEBSITE: www.sunpropower.com
CERTIFICATE HOLDER NAME:YUHUAN SUNPRO POWER CO.,LTD.



