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*SUNPRO Standard tiered warranty

WARRANTY & GUARANTEE WITHSTAND STRONG R&D AND PRODUCTION HIGH EFFICIENCY
Linear output power guarantee Snow load 5400Pa Advanced production line. Efficiency can reach
12 years: 91.9% power output Wind load 2400Pa The leading solar cell

21.41%. Excellent low light
performance. Higher power
output under the conditions
of haze, overcast, etc.

25 years: 83.8% power output cutting process and multi

busbar design with
SUNPRO Technology.

www.sunpropower.com
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Electrical parameters at standard test conditions (STC:AM=1.5, 1000W/m? ,Cells Temperature25°C)

Typical type
Max power(Pmax)

Maximum Series Fuse Rating

Electrical parameters at NMOT test conditions
DIMENSIONS AND STRUCTURE (Irradiance 800W/m? Ambient Temperature 20°C,AM 1.5,Wind Speed °

_ 3l - 103841 _ Typical type 360W 365W 370W 375W 380W 385W 390W
g = — Max power(Pmax) 2927 2968 300.7 3049 3088 3133 317.0
i B et 2 | Max power votage(vmp) 347034303430 3500 3510 3530 3540

76102 Max power current(imp) 843 853 861 871 880 88 89,
- ol Open circuit voltage(Voc) 41.40 4150 4160 4170 4180 4190 42.00
Short circuit current(isc) 8.92  9.02 911 920 930 935 943
:J 2L Gr-o:nding hole . - .
& " Negative (-)  Junction Box ( + ) Positive " Dimensions 1755%1038x35mm
Weight  195kg T
Glass  3.2mmtempered glass
Output cables ____4mm*, symmetricallongths 1100mm "~
Installing hole Number of cells 120 cells ( Half-Cell )
Colltype ______ MonoCrystaline PERC, 988, 166x83mm
| . ” 1 Connectors Taizhou Chuangda Electronic Co._,Ltd.
. Type: PV-TT02,1500V DC 43A, -40 to 85° C, IP68(1m,1h),
Side Back

-V CHARACTERISTICS AT DIFFERENT IRRADIATION Temperature Characteristics Packing Configuration

PV module: SUNPRO, SP385.120M

. Temp.Coeff.of Isc(TK Isc) 0.046%/ °C Container 40'HQ
T ] Temp.Coeff.of Voc(TK Voc) __ -0.26%/°C_ pieces perpaliet 66 ..
Temp.Coeff.of Pmax(TK Pmax) -0.35%/°C  pallets per container 13
E— Operating temperature - -40~+85°C _ Pieces per container 858
? il Incient 1130 =600 e | Normal operating cell 45£2°C
LA ] temperature
N [ | Tests, Certifications and Warranties
')0 ‘lO 2‘0 S0
Vatage 1] Standard tests IEC 61215, IEC 61730
PV module: SUNPRO, SP385120M e SRR SERREAR AR AR EEa e m e
e ‘ : , : System certs ISO 9001, 1ISO14001, I1ISO45001
of = e - i ] Cortifications TUV, CE, WEEE, INMETRO
e oant irag - 5003 FIRE CERTIFICATE C1
300} —— hcdentimad - 400 Wim* E . T T T T I T T T T T T s
. rsms s | Extreme wind and Withstand extreme wind(2400 Pascal)
. snow loads testing and snow loads(5400 Pascal)
: | Power tolerance 3%~+3%
150 4
o ] Junction box IP 68 )
s ] Warranties 25 yfars product warranty and 25 years
83.8% of power
Fire class rating Class C

MANUFACTURER ADD.: QINGGANG TECHNOLOGICAL IND. ZONE, YUHUAN CITY, ZHEJIANG PROVINCE, CHINA(MADE IN CHINA)
TEL: +86 0576-80730906  E-MAIL: info@sunpropower.com  WEBSITE: www.Sunpropower.com
CERTIFICATE HOLDER NAME:YUHUAN SUNPRO POWER CO.,LTD.



