
About Hanersun

Hanersun is a world leading solar module manufacturer and comprehensive energy 

for the entire project life cycle.     

Higher Power Output

MBB technology enhances current 
collection with lower series resistance.

Long-Term Reliability

(2400 Pascal) and snow loads (5400 Pascal).

Lower Hot Spot 
and Crack Risk

electrical design and lower operating 
current.

Excellent Temperature 

Lower operating temperature and 

power output

Power Warranty

product warranty output warrantyYEARS
2

YEARS

Hanersun Standard
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From the 2nd year to the 25th year, the average annual 
power decline will be no more than 0.55%.
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Hanersun Standard

From the 2nd year to the 30th year, the average annual 
power decline will be no more than 0.55%.

Industry Standard
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Module Type

Testing Condition
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Solar Cells

No. of Cells

Weight

Glass

Encapsulant Material

Frame

Output Cable

Connector

NMOT Operational Temperature

Temperature Ratings

Packaging 

2, Cell Temperature 25  
*Measuring tolerance: 

Mechanical Parameters

Pcs per Pallet: 36

Pcs per 40' HC: 864

2022  C

Long frame Short frame

STC

445

34.50

12.90

41.21

13.79

STC

450

34.67

12.98

41.33

13.87

NMOT

336

32.56

10.32

38.57

11.03

NMOT

340

32.76

10.38

38.68

11.10

20.54% 20.77%

HN HN

STC

455

34.87

13.05

41.46

13.94

NMOT

344

32.95

10.44

38.81

11.15

21.00%

HN

STC

440

34.33

12.82

41.08

13.71

NMOT

349

33.15

10.53

39.01

11.23

NMOT

333

32.46

10.26

38.45

10.97

STC

460

35.08

13.12

41.66

14.02

21.24%20.31%

HNHN

1910*1134*30mm  

White

4.0mm

 


